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SUPPLEMENTAL HANDOUT 

 
 
Agenda: 
 

• NEC 700.12 Exit door illumination (Handout p. 1) 
• VCC 108.2 (IRC R502.5) Deck permits (Handout p. 2) 
• VCC 3109.1 Swimming pools (Handout p. 4) 
• SFPC 308.1.4 Grills on residential decks (additional information) (Handout p. 5) 
• Automotive lifts (Handout p. 9) 
• ER402.1.1 Wall insulation values (Handout p. 11) 
• HBAV proposals (all together at end of package) 

 























VIRGINIA DEPARTMENT OF HOUSING AND COMMUNITY DEVELOPMENT 
DIVISION OF BUILDING AND FIRE REGULATION 

 
Code Change Form for the 2012 Code Change Cycle 

 

Code Change Number:______________________________ 
 

Proponent Information (Check one): Individual xGovernment Entity Company 
 
Name: Matt Westheimer 
                                    _________________________________________________________________________________________________________________ 

Representing: VBCOA Energy Committee 
                                                                       __________________________________________________________________________________________________________________   

 

Mailing Address: 401 Lafayette Street, Williamsburg, VA. 23185 
                                                                                      ____________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________ 

 

Email Address: mwest@williamsburgva.gov  
                                                                             _____________________________________________________________________________________________   Telephone Number: 757-220-6135  

                                                                                                      _______________________________________________________________________________________           
 

Proposal Information 
 
Code(s) and Section(s): Table R402.1.1 and Table R402.1.3 
                                                                                                           __________________________________________________________________________________________________________________________________________________________________________________________________________________________________________   
 

Proposed Change (including all relevant section numbers, if multiple sections):    
 
 
 
 
 
 
 
 

See attached new Table R402.1.1 and 402.1.3 

 
 
Supporting Statement (including intent, need, and impact of the proposal):  
Changing the R value for Frame Walls in the tables from R-20 or 13+5 to R-15 will still allow the use of a 2 X 4 for wall 
framing.  This would be a moderate increase from R-13, and would still give greater energy efficiency.  
 
 
 
 
Submittal Information 
 
 
 

Date Submitted: 1-2-13 
                                                                                     __________________________________________________________________________________________ 

 

The proposal may be submitted by email as an attachment, by fax, by mail, or by hand delivery. 
 

Please submit the proposal to: 
 

DHCD DBFR TASO (Technical Assistance and Services Office) 
600 East Main Street      Email Address: taso@dhcd.virginia.gov 
 Suite 300       Fax Number: (804) 371-7092 
Richmond, VA 23219      Phone Numbers: (804) 371-7140 or (804) 371-7150 
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TABLE R402.1.1 INSULATION AND FENESTRATION REQUIREMENTS BY COMPONENTa  

CLIMATE 
ZONE  

FENESTRATION 
U‐FACTORb  

SKYLIGHTb 
U‐FACTOR 

GLAZED 
FENESTRATION 
SHGCb, e  

CEILING 
R‐
VALUE 

WOOD  
FRAME 
WALL  
R‐VALUE  

MASS 
WALL  
R‐
VALUEi  

FLOOR 
R‐
VALUE

BASEMENTc 

WALL  
R‐VALUE  

SLABd 
R‐
VALUE 
& 
DEPTH

CRAWL 
SPACEc 
WALL  
R‐VALUE  

1   NR   0.75   0.25   30   13   3/4   13   0   0   0  

2   0.40   0.65   0.25   38   13   4/6   13   0   0   0  

3   0.35   0.55   0.25   38  
20 or 
13+5h  

8/13   19   5/13f   0   5/13  

4 except 
Marine  

0.35   0.55   0.40   49  
20 or 
13+5h  
         15 

8/13   19   10 /13  
10, 2 
ft  

10/13  

5 and 
Marine 4 

0.32   0.55   NR   49  
20 or 
13+5h  

13/17   30g   15/19  
10, 2 
ft  

15/19  

6   0.32   0.55   NR   49  
20+5 or 
13+10h  

15/20   30g   15/19  
10, 4 
ft  

15/19  

7 and 8   0.32   0.55   NR   49  
20+5 or 
13+10h  

19/21   38g   15/19  
10, 4 
ft  

15/19  

 
For SI: 1 foot = 304.8 mm.  

a. R‐values are minimums. U‐factors and SHGC are maximums. When insulation is installed in a cavity which 
is less than the label or design thickness of the insulation, the installed R‐value of the insulation shall not be 
less than the R‐value specified in the table.  

b. The fenestration U‐factor column excludes skylights. The SHGC column applies to all glazed fenestration. 
Exception: Skylights may be excluded from glazed fenestration SHGC requirements in Climate Zones 1 
through 3 where the SHGC for such skylights does not exceed 0.30.  

c. "15/19” means R‐15 continuous insulation on the interior or exterior of the home or R‐19 cavity insulation 
at the interior of the basement wall. "15/19” shall be permitted to be met with R‐13 cavity insulation on the 
interior of the basement wall plus R‐5 continuous insulation on the interior or exterior of the home. "10/13” 
means R‐10 continuous insulation on the interior or exterior of the home or R‐13 cavity insulation at the 
interior of the basement wall.  

d. R‐5 shall be added to the required slab edge R‐values for heated slabs. Insulation depth shall be the depth 
of the footing or 2 feet, whichever is less in Climate Zones 1 through 3 for heated slabs.  

e. There are no SHGC requirements in the Marine Zone.  

f. Basement wall insulation is not required in warm‐humid locations as defined by Figure R301.1 and Table 
R301.1.  

g. Or insulation sufficient to fill the framing cavity, R‐19 minimum.  

h. First value is cavity insulation, second is continuous insulation or insulated siding, so "13+5” means R‐13 
cavity insulation plus R‐5 continuous insulation or insulated siding. If structural sheathing covers 40 percent 
or less of the exterior, continuous insulation R‐value shall be permitted to be reduced by no more than R‐3 in 
the locations where structural sheathing is used – to maintain a consistent total sheathing thickness.  

i. The second R-value applies when more than half the insulation is on the interior of the mass wall.  
R402.1.2 R‐value computation.  
Insulation material used in layers, such as framing cavity insulation and insulating sheathing, shall be summed to 
compute the component R‐value. The manufacturer’s settled R‐value shall be used for blown insulation. Computed 
R‐values shall not include an R‐value for other building materials or air films. 
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R402.1.3 U‐factor alternative.  
An assembly with a U‐factor equal to or less than that specified in Table R402.1.3 shall be permitted as an alternative 
to the R‐value in Table R402.1.1.  
 
TABLE R402.1.3 EQUIVALENT U‐FACTORSa  

CLIMATE  
ZONE  

FENESTRATION 
U‐FACTOR  

SKYLIGHT 
U‐
FACTOR  

CEILING  
U‐FACTOR 

FRAME 
WALL  
U‐
FACTOR 

MASS 
WALL  
U‐FACTORb 

FLOOR  
U‐
FACTOR  

BASEMENT 
WALL  
U‐FACTOR  

CRAWL  
SPACE 
WALL  
U‐FACTOR 

1   0.50   0.75   0.035   0.082   0.197   0.064   0.360   0.477  

2   0.40   0.65   0.030   0.082   0.165   0.064   0.360   0.477  

3   0.35   0.55   0.030   0.057   0.098   0.047   0.091c   0.136  

4 except 
Marine  

0.35   0.55   0.026  
0.057 
0.067  

0.098   0.047   0.059   0.065  

5 and 
Marine 4  

0.32   0.55   0.026   0.057   0.082   0.033   0.050   0.055  

6   0.32   0.55   0.026   0.048   0.060   0.033   0.050   0.055  

7 and 8   0.32   0.55   0.026   0.048   0.057   0.028   0.050   0.055  
 

a. Nonfenestration U‐factors shall be obtained from measurement, calculation or an approved source.  

b. When more than half the insulation is on the interior, the mass wall U‐factors shall be a maximum of 0.17 
in Climate Zone 1, 0.14 in Climate Zone 2, 0.12 in Climate Zone 3, 0.087 in Climate Zone 4 except Marine, 
0.065 in Climate Zone 5 and Marine 4, and 0.057 in Climate Zones 6 through 8.  

c. Basement wall U‐factor of 0.360 in warm‐ 
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